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HSM Powerline SP 4040 V - 1/4

HSM Powerline SP 4040 V shredder baler
combination

This compact combination of the FA 400.2 heavy duty document
shredder and a vertical baling press is designed for the professional
destruction of large quantities of documents, which are then
compressed into bales of up to 35 kg.

Technical data

Order number: 2513111147

Cutting type: strip cut

Security level (DIN
66399):

E-2|O-2|P-2|T-2

Cutting capacity in
sheets 80g/m²:

104

Pressing power: 4 t

Driving power: 8.31 HP

Voltage / Frequency: 208 V / 60 Hz

Intake width: 16.85"

Bale width x Bale height
x Bale length:

23.62" x 19.69" x 15.75"

Bale weight: 77 lb

Width x Depth x Height: 43.98" x 85.63" x 77.99"

Weight: 1624.8 lb

Shredder material: Paper, Staples and paper
clips, Credit card, CD/DVD,
Crumpled paper, Floppy
disk, Computer listings

Product information

The material feeding is convenient
and takes place via the non-slip
conveyor belt.

The removal trolley allows for the
easy removal and disposal of the
compact bales.

To ensure a consistently high
cutting capacity, shredder baler
combinations with cross cut have a
manual oiler.
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System solution

In combination with an HSM baling 
press, you can expand the HSM 
Shredder into a complete disposal 
system.

Loading

Feeding conveyor belt for two or 
three-stage shredding system.

Energy efficient

Equipped as standard with energy 
saving frequency-regulated drive.

Automatic start/stop

Automatic stop and reverse when 
jammed.

Reliable

Reliably shreds whole lever arch files 
and telephone books.

Continuous loading

Sturdy loading hopper with built-in 
overloading protection to control the 
shredder and the conveyor belt.
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